4 Gauge Minimess® Pressure Test Kit

4 GAUGE MINIMESS® PRESSURE TEST KIT
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Model: 3101-MB-4
Box dimensions: (385 x 250 x 85mm)

FEATURES:

e New addition to our popular pressure test kit series, 4 or 6 fixed gauge test kits allow for pressure
testing of multiple lines or a full range of pressure testing capabilities in one kit.

* Robust multi-gauge measuring kit for rapid pressure testing of hydraulic system pressures.

e Test under pressure using Hydrotechnik leak free minimess connections up to 630 bar.

e Large sturdy metal carry case with hose and adaptor compartments in base, 4 fixed gauges in lid.

e |deal for the mobile construction and agricultural service engineers.

e Laser etched customer logos available*

KIT CONTENTS

e 4 x 63mm glycerine filled pressure gauges user selectable up to 700 bar - 1620 male connectors.
* 6 x Minimess® 1620 test points - 1/8" & 1/4" BSP, 1/8" & 1/4" NPT, M12x1.5 & M14x1.5 threaded.
4 x 630 bar rated Minimess® pressure test hoses - 2 meters long.

Additional 3/8" & 1/2" BSP xmale threaded adaptors.

ORDER CODE

3101-MB-4- [ X| X X X

Replace X in above code with pressure

gauges required from the following options:

0=0to 7 bar 5=01to 100 bar

1=0to 14 bar 6 =010 170 bar

2 =0to 28 bar 7 =0 to 280 bar

3 =010 40 bar 8 =0 to 400 bar

4 =0to 70 bar 9 =0 to 700 bar Removable gauge panel for easy
transportation around test area

All pressure gauges have dual bar / psi scale. +1.6% acc.
Special gauge ranges available on request
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